Anthracite is a carbon black
mineral, bright, with great
toughness and characterized by
its high carbon content, which
can reach up to 95%.
It has its origin in the process called coalification,
transformation of organic materials by gradual migration to
moderate temperatures and high pressure in mobs and coals,
thanks
to
the
complete
dehydrogenation.
It is also important to consider its low content in volatile
matter, which infers in the difficult ignition of the mineral.

The anthracite can be found in a
variety of countries. The product
provided
by
KEIKEN
ENGINEERING
comes
from
Germany and Russia.

MAIN CHARACTERISTICS
-

It tends to trap suspended solids.
Less density than sand media and irregular
shape.
High resistance to cracks and easy backwash.
The area of its grains facilitates retention of flocs
and allows to increase the particle size without
losing efficiency in filtering.
Low pressure loss even in long cycles and with
high filtration rates.
Less backwash rate than sand.
Under certain conditions, more efficient than
sand.

ADVANTAGES PROVIDED BY THE USE OF ANTHRACITE
It provides improved filtering periods and efficiency than equivalent
sand filters.
Hardness and purity of the anthracite ensures fixed and reliable
performance.
The density of the anthracite allows it to be combined with other
filtration media in multimedia filters.
It has a higher uniformity coefficient containing less particles of
irregular sizes, making more uniform the filter bed.

KEIKEN supervises the manufacturing and treatment of the
product, which is extracted and processed for its use in water
filtration, more specifically for application in waste water
treatment and purification of brine.
It is ideal for a single bed, dual bed or multimedia filtration
systems. Due to its angular shape, you get better returns with
less head loss, reducing also the areas of turbulence. Our
product characteristics are shown in the following table:

Parameter

Specification

Appearance

Black Granular

Fixed Carbon (%)

> 90%

Ash Content (%)

< 5%

Bulk Density (t/m3)

0,8 +/- 5%

Grain Distribution (mm)

0,8 – 1,6

Effective Size (mm)

0,9

Uniformity Coefficient

< 1,4

Different product sizes available under customer's
request.
Standard packaging: Big-Bags.
Different packaging options under customer’s request.
For more information, please contact our commercial department.
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